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BARN CONVERSIONS 



NOTE

INVESTIGATE POSITION OF THE
PROPS TO THE PURLINS
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New studwork shown thus -
insulation requirement is
at rafter line.

Existing roof to be insulated above
the rafters and re-roofed using
existing plain tiles.

Conservation
rooflights

Localised repairs
to brickwork

Oak-framed entrance
door and screen

Existing roof to be insulated above
the rafters and re-roofed using
existing plain tiles.

Oak-framed screens Oak-framed screens

Brick piers to match
existing detailing

Brick piers to match
existing detailingSOUTH ELEVATION. NORTH ELEVATION.

Exact position of the 
new floor to be
agreed on site

Insulation to be on top
of existing rafters - 
not shown for clarity

Existing purlins to be
propped on new 
load-bearing walls -
posts removed

New C4 lead
flashing.
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Existing structure shown thus.

SECTIONS A - A  &  B - B

GROUND FLOOR PLAN

WEST ELEVATION EAST ELEVATION

Glass front to Juliet balcony.
O/A height 1100mm and no
space greater than 100mm
between wall and inner face
of glass.

Black-stained
weather-boarding

Localised repairs
to brickwork

Localised repairs
to brickwork

A   21/09/15   As per BCO letter 27/07/15 queries etc.

Client to advise - 
glazed screen or
pair French doors.
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Insulated dry-lined finish to existing walls
and returned into reveals.

600 wide concrete foundations
shown thus - final depth to
engineer's design

Blockwork partitions shown thus.
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Living

Hall

up

Parking plot 2

Parking for
bungalow

Store for
bungalow

Bed 2 dr

En-St.

Bed 3

Kitchen

Dining

Clks.

Existing opening.
New window

New opening
for 838 door

Brick up existing opening

600 wide concrete foundation for
new 300 wide plinth wall beneath
new timber framed wall above.

Line of front of cavity wall

Timber framed wall

New opening for French doors

New opening for window

New opening for
new French doors

New opening for
new French doors
and side lights

New opening for
new French doors

Remove existing door and brick
up beneath as necessary
to form opening for window.

Adjust cill level / detail
as necessary
to suit new window.

Replace door / 
existing opening.

Replace window /
existing opening.

New opening

New opening

New opening
to receive new
door

New opening

Line of this wall
determined by line
of dry-lining to existing
wall below

New opening
for 762 door

Means of 
escape
window

Possible drainage
points depending
on the ensuite layout

Possible drainage
point depending
on the ensuite layout

Window to be positioned
above window below

Rooflights positioned
centrally on the room

Line of existing walls beneath shown dashed

Line of existing walls beneath shown dashed

Line of existing walls beneath shown dashed

Reduce levels as necessary to 
obtain req'd height for first floor.
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Localised repairs
to brickwork

NOTE

Plasterboarded ceiling to be on top of the 
rafters and with insulation etc above. Dashed
line indicated the approx extent where the 
headroom exceeds 2.0m high above new floor.

2.0 ceiling height line.
2.0 ceiling height line

Roof build-up on top of rafters:-
- plasterboard
- 100mm GA4000 Celotex insulation
- Breathable membrane
- Counter batten
- Breathable membrane
- Battens
- Refix roof tiles

T&G boarding on top of rafters 
beyond the face of the wall 
beneath. 
Raise external brickwork to 
above line of boarding.

Dry-lining to inside of all
external walls.

New insulated and damp-proofed floors

New floors - levels to be agreed to 
maximise the first floor

NOTE

External levels to be agreed but min 150mm below
dpc.

Opening in-filled with 
facing brickwork set back
15mm

Black-stained
weather-boarding

down

FIRST FLOOR PLAN

Bed 1
En-Suite

GROUND FLOOR PLAN

SECTION A SECTION B DETAIL OF STAIRS

NORTH ELEVATION

SOUTH ELEVATION

aavaav

aav

838 838

838838

838
838

svp

Hall

En-St.

838

ic

ic

A   21/09/15   As per BCO letter 27/07/15 queries etc.

Black-stained
weather-boarding

Existing roof to be insulated above
the rafters and re-roofed using
existing plain tiles.

Localised repairs
to brickwork

WEST ELEVATION

Localised repairs
to brickwork

Existing roof to be insulated above
the rafters and re-roofed using
existing plain tiles.

Localised repairs
to brickwork

Localised repairs
to brickwork

Localised repairs
to brickwork
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